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HI762 Thermistor Probes
General Speci�cations

Sensor Range Accuracy Interchange 
Error

Connector 
Type

NTC Thermistor -50 to 150°C 
(-58 to 302°F)

±0.2°C  
(±0.4°F)

±0.2°C 
(±0.4°F) RCA

Speci�cations

Code Response time  
(90% of �nal value) Probe Dimensions Probe Material Probe Handle Probe Handle 

Color Cable Type Cable Color/Length

HI762L 5 seconds L 100 mm x dia 3 mm  
(3.9 x 0.12”) AISI 316 stainless steel Polypropylene (PP) white PVC/straight white /1 m (3.3’) Cable

HI762L/2 5 seconds L 100 mm x dia 3 mm  
(3.9 x 0.12”) AISI 316 stainless steel Polypropylene (PP) white PVC/straight 2 m (6.6’) Cable

HI762L/10 5 seconds L 100 mm x dia 3 mm  
(3.9 x 0.12”) AISI 316 stainless steel Polypropylene (PP) white PVC/straight black /10 m (32.8’) Cable

HI762BL 6 seconds L 100 mm x dia 3 mm  
(3.9 x 0.12”) AISI 316 stainless steel Polypropylene (PP) black PVC/straight 1 m (3.3’) Cable

HI762L, HI762BL

Liquid Probe, General Purpose

205 mm
8”

100 mm
3.9”

3 mm
0.12”


